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MODELING TIIE HYDROLOGIC DIPACTS OF 
FOREST HARVESTING ON FLORIDA FLATWOODS' 

Ge Sun, Hans Riekerk, and Nicholas B. Comerford2 

ABSTRACT: The m a t  temwral and spatial variabilitv of ~ i n e  flat- 
woads hydmlogy suggests traditional short-term field methods may 
not be eflective in evaluating the hvdmlomc eNects of forest man- - - 
sgement. The FLATWOODS model was developed, calibrated and 
validated specifically for the cypress wetland-pine upland land- 
scape. The model was applied to two typical flatwoods sites in north 
central Florida. Three harvesting treatments (Wetland Harvesting, 
Wetland +Upland Harvesting, and Cantml) under three typical cli- 
matic conditions (dry, wet, and normal precipitation years) were 
simulated to study the potential first-year erects of common forest 
harvesting activities on flatwoods. Long-term (15 years) simulation 
was conducted to evaluate the hydrologic impacts at different 
stages of stand mtation. This simulation study concludes that for- 
est harvesting has substantial efTects on hydmlogy during dry peri- 
ods and clear cutting of both wetlands and uplands haa greater 
influence on the water regimes than partial harvesting. Compared 
ta hilly regions, forest harvesting in the Florida coastal plains has 
less impact on water yield. 
CKEY TERMS: forest hydmlogy; Florida; hydmlogic impacts: pine 
fletwwde; modeling; wetlands.) 

INTRODUCTION 

Environmental concerns about forest management 
practices in coastal areas  include effects on water 
quality, wetland hydrologic functions, resultant influ- 
ences on wildlife habitat, and long-term cumulative 
impacts on soil productivity (Riekerk et al., 1989). 
Although the effects of forest management on upland 
watershed hydrology a re  well studied (Bosch and 
Hewlett, 1982; Swank and Crossley, 1988), little infor- 
mation is  available for the lowland and forested wet- 
land landscape (Riekerk, 1989; Shepard et al., 1993). 

Hydrologic computer simulation models are becom- 
ing essential tools for scientists a s  well a s  land man- 
agers in the decision-making process (Lovejoy et al., 
1997). Compared to experimental methods, a simula- 
t ion model may provide following advan tages :  
(1) extrapolatelexport research results to u n p a g e d  
areas; (2) explore the details of hydrologic processes 
within a watershed; (3) predict potential impacts of 
various management scenarios; and (4) is an effective 
tool for data synthesis. However, most of the available 
hydrologic models developed for hilly regions are not 
applicable to Florida's coastal conditions (Heatwole et 
al., 1987; Capece, 1994; Sun, 1995). Moreover, models 
developed for agricultural watersheds in lowlands 
often need significant modification before they can be 
applied to forests (Thomas, 1989; McCarthy et al., 
1992). 

The Florida flatwoods landscape is a mosaic of 
cwress wetlands and forest u ~ l a n d s :  therefore. the " L 

hydrology of flatwoods i s  inherently complex (Fig- 
u re  1). Main fea tu res  are :  (1) t h e  sl ight spatial  
changes in topographic elevation causing substantial 
changes in the water regime, and (2) obstructive soil 
layering because of the spodic and argillic horizons in 
the soil profile. The heterogeneous vegetation cover of 
wetlands and uplands and associated phenology fur- 
ther  complicates the  interactions between surface 
water and ground water. We developed a new dis- 
tributed forest hydrologic model, FLATWOODS, and 
validated i t  with field data (Sun et al., 1996; Sun et 
al., 1998). This model was used to study the hydrolog- 
ic processes of wetlandiupland systems and provided 
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Figure 1. One Research Site on a Typical Pine Flatwoods Landscape 
Showing the Spatial Relations of Wetlands and Uplands. 

a tool to evaluate the hydrologic impact of forest har- 
vesting specifically for this landscape. This paper pre- 
sents 13 hypothetical model simulation scenarios and 
discusses the  implications of the results for forest 
management. 

physical properties of each cell are assumed to be non- 
uniform both la tera l ly  a n d  vertically. Each cell 
becomes a modeling unit that  holds different mathe- 
matical equations describing the hydrological cycle 
within each element (Figure 3). Integration of the 
hydrological components of all the  cells gives the  
hydrologic behaviors of the entire watershed. 

MODEL DESCRIPTION 
Hydrologic Components 

FLATWOODS Model Structure 

T h e  FLATWOODS model u s e s  a d i s t r ibu ted  
approach to simulate water movement in a heteroge- 
neous watershed. The model imposes a grid over the 
entire wetland-upland system to divide the  land- 
scape into different rectangular cells (Figure 2). The 

The FLATWOODS model consists of four major 
submodels to simulate the full hydrologic cycle includ- 
ing: (1) evapotranspiration, (2) unsaturated water 
flow, (3) ground water flow, and (4) surface flow (Fig- 
ure 2). The model simulates the hydrologic processes 
on a daily time step. The core of the  model is the  

JAWRA 844 JOURNAL OF THE AMERICAN WATER RESOURCES ASSOCIATION 



Modeling the Hydmlogie Impads afForest Hawesting on Florida Flatwoods 

JOURNAL OF THE AMERICAN WATER RESOURCES ASSOC~ATION 845 



Sun, Riekerk, and Comerford 

ground water flow submodel that  links various hydro- 
logic processes in both lateral and vertical directions. 
Mathematical formulation may be found in Sun et al. 
(1998) and Sun (1995). 

Model input and Output 

Like any other distributed models, FLATWOODS 
requires more input parameters than lumped models. 
Major inputs required include: (1) climatic data (daily, 
rainfall, average air temperature), (2) soil parameters 
(soil moisture release curves, specific yield, soil depth 
etc.); (3) vegetation parameters (Leaf Area Index 
dynamics for each dominant species, canopy intercep- 
tion parameters, and root density distributions); and 
(4) watershed characterist ics (surface elevation, 
parameters for surface water flow models). Initial and 
boundary conditions (e.g., ground water table depth 
and soil moisture) are also required. 

The FLATWOODS model has  the capability to sim- 
ula te  daily dynamics of the  ground water tables, 
evapotranspiration, and soil moisture content for each 
grid cell. Therefore, i t  can be used to predict the tem- 
poral and spatial distribution of ground water under 
various forest management scenarios. Daily runoff a t  
the watershed outlet is another important model out- 
put. 

MODEL APPLICATIONS 

Research Sites 

Two research sites, Gator National Forest (GNF) 
(Figure 1) and Bradford Forest (Figure 3) in north- 
central Florida, were selected for model application to 
evaluate the potential hydrologic impact of common 
forest harvesting practices. Both sites are on typical 
pine flatwoods of the lower coastal plain geographic 
region. The GNF site has been monitored since 1992 
to study the hydrologic interactions between cypress 
wetlands, slash pine uplands, and hydrologic influ- 
ences of forest regeneration (Crownover et al., 1995; 
Sun et al., 1995a, 1995b). Extensive ground water 
table, evapotranspiration and runoff data for pre- 
t rea tment  and  post-treatment periods have been 
accumulated for FLATWOODS model development 
and validation (Sun et al., 1996, 1998). The forest 
watershed hydrology study a t  the  Bradford Forest 
site was the most complete in the southern coastal 
plain regions of the United States. Long-term (15- 
year) precipitation and runoff data from this site have 
been used in testing the FLATWOODS model. 

Model Application Schemes 

Clear cutting is  the most common method for pine 
stand regeneration in Florida. Traditionally, cypress 
trees are  left uncut due to their low timber values. 
However, recent demands on cypress uses and recog- 
nition of wetland values have imposed great pressure 
on this marginal land (Brandt and Ewel, 1989). Alter- 
ation of wetland hydrology due to tree removal has 
been regarded a s  the main cause of wetland ecosys- 
tem degradation. Forest ecosystems are dynamic, and 
hydrologic responses change as the biomass accumu- 
lates under different climatic regimes. Harvesting 
impacts on wetland hydrology are expected to he most 
significant in the first year after disturbance and to 
diminish in subsequent years (Wang, 1996). However, 
long-term field experiments are rare and few studies 
have documented this change pattern. Field studies 
suggest that  the  hydrology of flatwoods varies dra- 
matically from year to year (Riekerk, 1989; Sun et 
al., 1995a, 1995b). 

Three forest harvesting methods and three climatic 
conditions were included in the simulation design to 
compare the first year impacts of forest management 
(Table 1). Long term responses of flatwoods hydrology 
to clear cutting were simulated using the Bradford 
Forest data. 

RESULTS AND DISCUSSION 

Gator National Forest Site - First-Year Responses 

Normal Year. The year of 1986 had a typical rain- 
fall pattern for Alachua County, Florida, showing high 
rainfall in the winter and summer but a drought peri- 
od in the spring and the late fall (Figure 4a). The sim- 
ulation results demonstrated that  the ground water 
tables had a significant rise for all three treatments 
during the  summer and fall months. Clear cutting 
both cypress ponds and pine uplands resulted in the 
most pronounced effects on ground water tables as 
well a s  runoff. Harvesting pine uplands only (Treat- 
ment 2) caused a maximum water table increase of 
51.7 cm in June, but no significant increase of runoff 
for most of the  time in 1986. The higher increase 
in water levels and runoff caused by Treatment 1 
compared to Treatment 2 suggested that  flatwoods 
hydrology was more sensitive to wetlands disturbance 
than uplands in this landscape. Harvesting of the 
wetlands may have increased the extent of saturated 
depression a r e a s  and  t h u s  caused more  runoff 
than harvesting uplands only. The uplands had less 
water storage capacity, but under normal weather 
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TABLE 1. Simuletion Schemes to Study the Potential First-Year and Lang-Term Harvesting Erects 
on Pine Flatwoods Hydmlogy at the Gstar National Forest snd Bradford Forest Sites. 

Harvesting Methods 
Treatment 1 Treatment 2 lkeatment 3 

(cypress wetlands (pine uplnnds (wetlands and 
Site Climatic Condition Control only) only) uplands) 

Gator National Normal Year (1986) Case 1 Case 2 Case 3 Cnsc 4 
Forest Precipitation = 1329 mm 

Dry Ycar (1977) Case 5 Case 6 Case 7 Carc 8 
Precipitation = 839 mm 

Wet Year (1964) Casc 9 Case 10 Cnse 11 Case 12 
Precipitation = 1995 rnm 

Bradford Forest Lang Term 
Watershed (1978-1992) 

Casc 13 

conditions this factor did not dominate the harvesting 
effects on the hydrology. Removal of both pine and 
cypress forests reduced p lan t  t ranspira t ion and  
canopy interception substantially, but, in exchange, 
soil evaporation increased significantly. The net result 
was less water loss from the treated land. Evapora- 
tion from the sandy soils was usually limited as the 
water table was below the 35-cm depth (Hillel, 1980; 
Phillips, 1987). 

D r y  Year.The year 1977 was extremely dry with a 
493-mm rainfall deficit that  mostly occurred during 
the first half of the year (Figure 4b). As in the normal 
year, water tables were significantly raised by all 
treatments. However, Treatment 1 and Treatment 2 
showed very similar effects on the groundwater table 
rise and the runoff increase patterns. Harvesting both 
wetlands and uplands increased runoff tremendously 
from the early spring season to the end of the year, 
but during this period no significant runoff was found 
from the other two treatment conditions. Negative 
values of runoff suggested net inflow from outside the 
system boundaries. 

Wet Year. The selected extremely wet 1964 had a 
surplus rainfall of 666-mm compared to the normal 
year of 1986. Due to the higher rainfall input in April 
and thus more water stored, the ground water tables 
did not decline so rapidly as in the normal year or the 
dry year (Figure 4c). Although the wet year also expe- 
rienced a dry period in May and June,  significantly 
more rainfall input in the subsequent months from 
July  to September eventually flooded the  entire 
watershed, with the  water table approaching the  
ground surface (29.43 m in elevation). In the extreme- 
ly wet season, forest harvesting did not affect the 
hydrology a s  significantly a s  in the  relatively dry 

season (April-June). As in the  previous two cases, 
removal of vegetation in both wetlands and uplands 
resulted in the  highest perturbation of runoff and 
ground water table rise. The model predicted less 
influence from the two partial harvesting methods 
than clear cutting both wetlands and uplands. Treat- 
ment 1 and Treatment 2 showed no significant differ- 
ence in their effects on ground water table and runoff. 
Under high water table conditions, the water loss 
from the  system was dependent on available solar 
energy or potential evapotranspiration rather than 
transpiration by plants. When the ground water table 
was close to the ground surface or above the surface 
(e.g., ponds), the water table responded less due to 
higher soil porosity and specific yield. Rapid surface 
runoff or near-surface subsurface runoff was consid- 
ered a factor causing a lower increase in the ground 
water table by storms during the wet seasons. 

C o m p a r i s o n  of H a r v e s t i n g  M e t h o d s  U n d e r  
Different Climatic Conditions. Simulated annual 
hydrologic components have been summarized in 
Table 2 to show the different effects of the three treat- 
ment  methods under various climatic conditions. 
ANOVA using Tukey's Test (SAS, 1985) was per- 
formed to group the  t reatment  methods by their  
effects on the variables of runoff, ground water table, 
and evapotranspiration using the simulation results 
of the three different years. In general, no significant 
difference (a = 0.001) was found between the Control, 
Treatment 1 and Treatment 2 groups in affecting 
water table, runoff and ET. However, clear cutting 
both wetlands and uplands however showed signifi- 
cant effects on the runoff and ground water tables (a 
= 0.001). Examining Table 2 in detail, one may con- 
clude that  the harvesting effects become more pro- 
nounced in a dry year than in a wet year. During a 
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